
Product data sheet
Characteristics

E8415U_WE
10A 1 Gang Switched Universal Socket with
Ondicator, White

Main
Product or component type Power socket-outlet
Outlet poles configuration 2P China
Load type Resistive
Colour tint White
Cover frame colour tint White

Complementary
Device mounting Surface

Flush
Local signalling Mechanical indicator (red)
Rated current 10 A at 250 V AC 50 Hz
Number of gangs 1 gang
Material Polycarbonate grid plate

Polycarbonate surround
Brass contact plate
Bronze contact plate

Connections - terminals Clamps terminal
Width 87 mm
Height 87 mm
Depth 27 mm

Environment
Ambient air temperature for operation -5…40 °C
Relative humidity 0…95 %
Environmental characteristic No UV resistant
Operating altitude 2000 m
Standards GB 2099.1

GB 16915.1
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IEC 60884-2-3
Standards IEC 60884-2-3

GB 2099.1
GB 16915.1

Packing Units
Package 1 Weight 78.080 g
Package 1 Height 30.000 mm
Package 1 width 87.200 mm
Package 1 Length 87.200 mm
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=465979134&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=465979134&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=465979134&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=465979134&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111024EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI110713EN

