
Product data sheet
Characteristics

KB113LS
13A 250V 1 Gang 3-Pin Large Dolly Switched
Universal Socket

Main
Range Vivace
Product or component type Socket-outlet with switch
Device short name KB113
Device presentation Complete mechanism

Complementary
Pilot light Red neon indicator
Outlet poles configuration 2P + E
Number of gangs 1 gang
Colour tint White
Material Polycarbonate: grid plate

Polycarbonate: surround
Polycarbonate: base

Projecting depth 8 mm
Device mounting Flush
Mounting support Wall mounted
Fixing mode By screw M3.5
Fixing center 60.3 mm
Embedding depth 35 mm
Rated current 13 A at 250 V AC, no inductive load
Network frequency 50 Hz
Contacts material Brass and phosphor bronze
Connections - terminals Pillar terminal
Terminal identifier L

N
Earth

Tightening torque 0.4 N.m
Clamping connection capacity 3 x 2.5 mm²

D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

 

May 26, 2021

1



2 x 4 mm²
Width 86 mm
Height 86 mm

Environment
Ambient air temperature for operation -5…40 °C
Relative humidity 0…95 %
Environmental characteristic Indoor use

Packing Units
Package 1 Weight 87.650 g
Package 1 Height 1.000 mm
Package 1 width 1.000 mm
Package 1 Length 1.000 mm
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=65913382&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65913382&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65913382&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=65913382&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1402010EN

