
Product data sheet
Characteristics

KB32TV
2 Gang TV Coaxial Outlet

Main
Range of product Vivace
Range Vivace
Device short name KB32
Product or component type TV socket
Device presentation Complete mechanism

Complementary
Number of gangs 1 gang
Number of outputs 2
Colour tint White
Material Polycarbonate: surround

Polycarbonate: grid plate
Polycarbonate: base

Projecting depth 8 mm
Device mounting Flush
Mounting support Wall mounted
Fixing mode By screw M3.5
Fixing center 60.3 mm
Embedding depth 35 mm
Tightening torque 0.4 N.m
Width 86 mm
Height 86 mm

Environment
Ambient air temperature for operation -5…40 °C
Relative humidity 0…95 %
Environmental characteristic Indoor use
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Packing Units
Package 1 Weight 67.800 g
Package 1 Height 86.000 mm
Package 1 width 50.000 mm
Package 1 Length 86.000 mm
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=65913447&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65913447&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65913447&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=65913447&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111057EN

